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CONTROL PANEL (CHINESE, ENGLISH, RUSSIAN,
SPANISH AVAILABLE)

AirHorse control panel provide the most cost effective maintenance
program,to ensure trouble-free operation,almost like a built-in service
technician.

AIR END (GERMAN TECHNOLOGY)

Famous brand air end with SKF bearing, the powerful heart decides the
high performance of the whole machine, to make sure bigger air capacity,
higher efficiency, high precision process rotor,

extend the life of the moving parts efficiently.

COOLING SYSTEM

Design of large heat exchange area,can effectively avoid high temperature

CHOOSE QUALITY

and adapt to bad working condition to ensure longer life.

AH-7.55G| AH-10SG | AH-155G | AH-20SG | AH-30SG | AH-50G | AH-60G

INTAKE VALVE

Automatically adjust based on gas consumption,
low maintenance, good stability, large inlet air.

REFRIGERATED AIR DRYER TECHNICAL PARAMETER LIST

AH-75G [ AH-100G | AH-120G | AH-150GF | AH-200GF | AH-250GF | AH-300GF | AH-400GF

AIR KING
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ELECTRICAL BOARD (SIEMENS/SCHNEIDER)
Main electrical components use the world famous brand
Schneider, Siemens etc., professional wire input design,

strong function to diagnose fault and protect automatically.

MOTOR

Using well-know brand high performance motor, protection class
Ip54, F Class insulation, SKF load bearing, higher efficiency than
similar products by 3%-5%.

ioéw]lf)igpatture $35%C
féirrnigcle%ture £60°C
Cooling mode Air cooling
Airflow (m¥min)| 10 | 15 | 20 | 25 | 38 | 65 | 75 | 105 | 138 | 160 | 200 | 280 | 300 | 350 | 450
Sompressofiw)| 032 | 043 | 051 | 073 | 092 | 138 | 138 | 178 | 257 | 257 | 294 | 44 | 48 | 55 | 735
Dinet (wPa) 04-10
Pressure (\ipa) <002
Dew point  (°C) 2-5
Max. pressure 13KG o
Pipe diameter RI" R1%" R3" |PN1.0DN80| PN1.0DN100
Electricity (vipHz) 220/1/50 380/3/50
L | 640 | 640 | 700 | 730 | 760 | 900 | 1020 | 1200 | 1200 | 1200 | 1400 | 1400 | 1580 | 1730 | 1980
(,srifﬁ) W | 380 | 380 | 390 | 420 | 450 | 500 | 610 | 600 | 600 | 600 | 730 | 730 | 900 | 995 | 995
H| 710 | 710 | 730 | 760 | 970 | 1120 | 990 | 1120 | 1270 | 1270 | 1350 | 1350 | 1760 | 1840 | 2025
Netweight (ko) | 40 | 40 | 50 | 60 | 80 | 110 | 123 | 175 | 202 | 225 | 315 | 421 | 508 | 633 | 860




CHOOSE QUALITY

INTEGRATED TYPE SCREW AIR COMPRESSOR

TECHNICAL SPECIFICATIONS (DIRECT DRIVEN TYPE)
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AHD-30A | AHD-50A | AHD-75A |AHD-100A|AHD-120A |AHD-150A|AHD-175A|AHD-220A | AHD-250A | AHD-300A | AHD-350A
. N 3.8/0.7 | 6.8/0.7 | 10.0/0.7 | 13.5/0.7 | 16.1/0.7 | 21.0/0.7 | 25.2/0.7 | 28.7/0.7 | 32.0/0.7 | 36.7/0.7 | 42.0/0.7
D’i‘;ﬁha;:g:;‘r’:;s/ure 3.6/08 | 62/08 | 9.1/0.8 | 12.6/0.8 | 15.0/0.8 | 19.8/0.8 | 24.0/0.8 | 27.6/0.8 | 30.5/0.8 | 34.5/0.8 | 40.5/0.8
(m3/min/Mpa) 32/10 | 56/1.0 | 85/1.0 | 11.2/1.0 | 13.8/1.0 | 17.0/1.0 | 21.0/1.0 | 24.6/1.0 | 27.5/1.0 | 30.2/1.0 | 38.1/1.0
2.8/12 | 49/12 | 7.6/12 | 10.0/1.2 | 123/1.2 | 153/1.2 | 18.3/1.2 | 21.5/1.2 | 24.8/1.2 | 27.8/1.2 | 34.6/1.2
L 134/102 | 2407102 | 3537102 | 4777102 | 569/102 | 7427102 | 8907102 | 10147102 |1131/102 | 1297/102 | 1484/102
E’i‘:‘zhaa':gd::;‘r’g;s/ure 127/116 | 219/116 | 322/116 | 445/116 | 530/116 | 700/116 | 848/116 | 975/116|1078/116|1219/116|1431/116
(CEM/PSI) 113/145 | 198/145 | 300/145 | 396/145 | 488/145 | 601/145 | 742/145 | 869/145| 972/145|1067/145 |1346/145
99/174 | 173/174 | 269/174 | 353/174 | 435/174 | 541/174 | 647/174 | 760/174| 876/174| 982/174|1223/174
Compression Stage Single Stage
Ambient .
tenr;lﬂsgrature -5~+45°C
Cooling mode Air Cooling
?Jﬁf#??gﬁue C) Ambient Temperature+15°C
Lubricant L | 145 20 a5 | a5 | 7 75 | 8 | s 120 | 210 | 220
Noise level (Db) 68+2 7242 75+2 76+2
Drive method Direct Driven
Electricity  (viph/Hz) 380/3/50
Motor power kwiHP) | 22/30 | 37/50 | 55/75 | 75/100 | 90/120 | 110/150 | 132/175 | 160/220 | 185/250 | 220/300 | 250/350
Starting method Y-»Starter (Star Delta Starting)
Dimension L*W#H (mm) |1200°900*1150|15601000+1365|1800+1070+1490| 180010701490 | 2100¢1400¥1780 | 2500¢1450¥1800| 270015501800 | 2700*1550+1800 | 2800+1800+1950 | 2800*1800*1950| 325021002300
Net weight (kg) 510 740 1100 1270 1450 2150 2750 3150 3450 3850 4250
é:;rg‘eltlee"t (inch/mm) 1 11" 2" 2 " DN80

TECHNICAL SPECIFICATIONS (BELT DRIVEN TYPE)

AHB-5A | AHB-7A | AHB-10A | AHB-15A | AHB-20A | AHB-25A | AHB-30A | AHB-40A | AHB-50A | AHB-60A | AHB-75A |AHB-100A
Free air deliver / 1.2/0.7 | 1.6/0.7 | 2.5/0.7 | 3.2/0.7 | 3.8/0.7 | 5.2/0.7 | 6.8/0.7 | 7.3/0.7 | 10.0/0.7 | 13.5/0.7
Discharge pressure | 0.55/0.8 | %-85/07 1.1/0.8 | 1.5/0.8 | 2.3/0.8 | 2.9/0.8 | 3.6/0.8 | 5.0/0.8 | 6.2/0.8 | 7.0/0.8 | 9.1/0.8 | 12.6/0.8
e T 0.75/0.8 | 0.9/1.0 | 1.3/1.0 | 2.1/1.0 | 2.6/1.0 | 3.2/1.0 | 45/1.0 | 56/1.0 | 6.0/1.0 | 85/1.0 |11.2/1.0
07/12 | 1.1/12 | 1.9/1.2 | 22/1.2 | 2.8/1.2 | 3.8/1.2 | 49/1.2 | 56/1.2 | 7.6/1.2 | 10.0/1.2
- deli 42/102 | 57/102 | 88/102 |113/102 | 134/102 | 184/102 | 240/102 | 258/102 | 353/102 | 477/102
FD’i‘;ﬁha;:;':;‘r’:;s/ure 20116 | 30/102 | 39116 | 53/116 | 81/116 | 102/116 | 127/116 | 177/116 | 219/116 | 247/116 | 322/116 | 445/116
(CFMPSI) 27/116 | 32/145 | 46/145 | 74/145 | 92/145 | 113/145 | 159/145 | 198/145 | 212/145 | 300/145 | 396/145
25/174 | 39/174 | 67/174 | 78/174 |99/174 |134/174 | 173/174 | 198/174 | 269/174 | 353/174
Compression Stage Single Stage
A i 0,
teTn%Fg'tature -5~+45°C
Cooling mode Air Cooling
grsrfggrl:agﬁlre (°C) Ambient temperature+15°C
Lubricant w| 3 | 37 | 37 10 10 145 | 145 | 15 20 20 45 45
Noise level  (Db) 62+2 64+2 65+2 662 68+2
Drive method Belt Driven
Electricity (v/ph/Hz) 380/3/50
Motor power kwiP) | 4/5.5 | 5.5/7.5 | 7.5/10 | 11715 | 15/20 |18.5/25| 22/30 | 30/40 | 37/50 | 45/60 | 55/75 |75/1oo
Starting method Direct Starting Y-aStarter (Star Delta Starting)
Dimension L*WH (mm) [920*600*695|860*730*960(860*730*960|  940*800*1075 1200%950*1150  [14009301280]  1500%990%1420  [1730¢1050¢1550|1730°1070+1650
Net weight (ka) | 135 210 223 315 | 325 455 | 491 566 695 | 745 1090 1240
ﬁ:;ﬁgtleert (inch/mm) 3/4" 1" 1 1L" 2"




—— AIR COMPRESSOR —

MAM-880 CONTROLLER
COMPRESSOR — A\

CONTACT YOUR LOCAL
REPRESENTATIVE.

& Energy & PowerMech Engineering

Sustainable Technology, You can trust us faithful

House # 60/1 Arjotpara Mohakhali, Tejgaon I/A, Dhaka-1212
1000 Mysha Aziz Tower, North Agrabad, Chittagong.

sales.epme@gmail.com, info@epmebd.com

AIRKING | Care, Trust. Efficiency.

Care.

Care is what service is all about: professional service by
knowledgeable people, using high-quality original parts.

- Trust.
e -.\ A Trust is earned by delivering on our promises of reliable,
§ t - \ : uninterrupted performance and long equipment lifetime.
N - Efficiency.
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% Equipment effi ciency is ensured by reqular
.' maintenance. Effi ciency of the service organization is
how Original Parts and Service make the difference
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Hotline : +8801713289252, +8801713289251
sales.epme@gmail.com © www.epmebd.com




